
Standards: EN  ISO 14001: 2004, BS6250 – Part 3 Resistance to Heat / Blistering, BS3900 – Part D5 Surface Gloss Levels (Erasability), BS3962 – Part 6 Resistance to Wear and Scratching 

Mobile Pivot Writing Boards. 

Double-sided, plain drywipe whiteboard or magnetic 
coated steel. Rotate 360° and can lock into any position.
On assembly, the board can be mounted to rotate on 
either the vertical or horizontal axis to suit application. 
Locking castors and stability bar.

This product has a 5 year surface guarantee.

• Surface/Area size (mm):  900x1200, 1200x900, 1200x1200, 1500x1200, 1800x1200 
 Total Height: 1500-1920
• Size Depth(mm): Board Frame: 17, Base Width: 400mm
• Frame Material: Anodised Satin Silver Aluminium
• Core Material: 9mm corrugated fibreboard With magnetic white coated steel surface
 and steel balanced Rear Surface Door Material: n/a
• Torsion/Max load: 50kg max load castors
• Magnetic Option: yes
• Weight (kg): 10-20kg
• Fire Proof: no
• FSC/Recycled: Yes core material
• Mobile/Locking Castor: yes, locking castors
• Self Assembly: yes
• Adjustable: Rotating Board
• Guarantee: 5 years
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